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Available in:
Eye-Eye (EE)
Hook-Hook (HH)
Eye-Hook (EH)
Weldable ends (W)
Material: Drop forged mild steel
Standard: Generally to DIN 1480
Finish: Electro-galvanized 
 (Weldable ends: 
 self coloured)

Available in:
Eye-Eye (EE)
Eye-Hook (EH)
Material: Body - Zinc Die Cast
 Hook and Eye - 
 C15 (Bowed)
Finish: Electro-galvanized

Generally to DIN 1480.

DROP FORGED TURNBUCKLES

SPECIFICATIONS

Maximum tension applies to eye and eye, others 33.3% of maximum tension.
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Commercial Quality

DIE CAST TURNBUCKLES
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Also available: Stainless Steel Turnbuckles in 5, 6, 8, 10, 12, 16 and 20mm thread sizes.
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Available in:
Eye-Eye (EE)
Jaw-Jaw (JJ)
Eye-Jaw (EJ)
Material: Mild Steel
Safety Factor: MBL equals 5 X WLL
Finish: Hot dipped galvanized

Available in:
Eye-Eye (EE)
Jaw-Jaw (JJ)
Eye-Jaw (EJ)
Material: Drop Forged High 
 Tensile Steel SAE  
 1035 or 1045
Safety Factor: MBL equals 5 X WLL
Standard: Generally to ASTM  
 F1145-92 
 (formerly U.S. Federal 
 Specication FF-T-
 791b)
Finish:  Jaw Ends have Cotter 
 Pins

CLOSED BODY RIGGING SCREWS
With Drop-Forged End Fittings and Lock-Nuts
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Generally to ASTM F1145-92

HEAVY DUTY TURNBUCKLES
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Also available: Long Body 
Turnbuckles to ASTM F1145-92
(formerly U.S. Federal Specication FF-

T-791b) with 1/4, 5/16, 3/8, 1/2, 5/8, 3/4 

and 1 inch threads.

Stainless Steel Closed Body 
Rigging Screws in  6, 8, 10, 12 
and 16mm thread sizes.
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